




CHAPTER 9 MMRP 

Mitigation Measures from the Initial Study 
Land Use 

MM 1.1 At such time as public water supply is extended to the area of the proposed 
project and becomes available for connection, the owner/operator of the site 
must abandon the onsite well in favor of connection to treated public water. 

MM 1.2 At such time as sewer service is extended to the area of the proposed project 
and becomes available for connection, the owner/operator of the site must 
abandon the onsite septic system in favor of connection to the wastewater 
system. 

MM 1.3 The applicant shall submit all appropriate well reports and testing 
documentation to the County Department of Health Services for review and 
approval prior to County issuance of grading permits.   

MM 1.4 The applicant shall apply to the County for and obtain a septic permit for the 
onsite septic system.  The approved sewage disposal area shall be protected 
during grading and construction to prevent disturbance and compaction of the 
soil.  The septic system shall be designed and constructed in compliance with 
all applicable County requirements and standards.  Final approval is required 
prior to issuance of a certificate of occupancy.  The project shall use an 
“Intermittent Sand Filter Septic System” which requires a renewable operating 
permit and system monitoring and maintenance in conformance with the 
permit requirements.   

Geologic Problems 

MM 3.1 The applicant shall prepare and submit Improvement Plans, specifications and 
cost estimates (per the requirements of Section II of the Land Development 
Manual [LDM] that are in effect at the time of submittal) to the ESD for review 
and approval.  The plans shall show all conditions for the project as well as 
pertinent topographical features both on- and off-site.  All existing and 
proposed utilities and easements, onsite and adjacent to the project, which may 
be affected by planned construction, shall be shown on the plans.  All 
landscaping and irrigation facilities within the public right-of-way (or public 
easements), or landscaping within sight distance areas at intersections, shall be 
included in the Improvement Plans.  The applicant shall pay plan check and 
inspection fees.  The cost of the above-noted landscape and irrigation facilities 
shall be included in the estimates used to determine these fees.  It is the 
applicant's responsibility to obtain all required agency signatures on the plans 
and to secure department approvals.  If the Design/Site Review process 
and/or DRC review is required as a condition of approval for the project, said 
review process shall be completed prior to submittal of Improvement Plans.  
Record drawings shall be prepared and signed by a California Registered Civil 
Engineer at the applicant's expense and shall be submitted to the ESD prior to 
acceptance by the County of site improvements. 

MM 3.2  Staging Areas: Stockpiling and/or vehicle staging areas shall be identified on 
the Improvement Plans and located as far as practical from existing dwellings 
and protected resources in the area. 
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MM 3.3  All proposed grading, drainage improvements, vegetation and tree removal 
shall be shown on the Improvement Plans and all work shall conform to 
provisions of the County Grading Ordinance (Ref.  Article 15.48, Placer County 
Code) that are in effect at the time of submittal.  No grading, clearing, or tree 
disturbance shall occur until the Improvement Plans are approved and all 
temporary construction fencing has been installed and inspected by a member 
of the DRC.  All cut/fill slopes shall be at 2:1 or less (horizontal:vertical) unless 
a soils report supports a steeper slope and ESD concurs with said 
recommendation. 

The applicant shall revegetate all disturbed areas.  Revegetation undertaken 
from April 1 to October 1 shall include regular watering to ensure adequate 
growth.  A winterization plan shall be provided with project Improvement 
Plans.  It is the applicant's responsibility to assure proper installation and 
maintenance of erosion control/winterization during project construction.  
Where soil stockpiling or borrow areas are to remain for more than one 
construction season, proper erosion control measures shall be applied as 
specified in the Improvement Plans/Grading Plans.  The applicant shall be 
responsible to provide for erosion control where roadside drainage is off of the 
pavement, to the satisfaction of the ESD. 

The applicant shall submit to the ESD a letter of credit or cash deposit in the 
amount of 110% of an approved engineer's estimate for winterization and 
permanent erosion control work prior to Improvement Plan approval to 
guarantee protection against erosion and improper grading practices.  Upon 
the County's acceptance of improvements, and satisfactory completion of a 
one-year maintenance period, unused portions of said deposit shall be 
refunded to the project applicant or authorized agent. 

If, at any time during construction, a field review by County personnel 
indicates a significant deviation from the proposed grading shown on the 
Improvement Plans, specifically with regard to slope heights, slope ratios, 
erosion control, winterization, tree disturbance, and/or pad elevations and 
configurations, the plans shall be reviewed by the DRC/ESD for a 
determination of substantial conformance to the project approvals prior to any 
further work proceeding.  Failure of the DRC/ESD to make a determination of 
substantial conformance may serve as grounds for the 
revocation/modification of the project approval by the appropriate hearing 
body.  

MM 3.4 Storm drainage from onsite impervious surfaces shall be collected and routed 
through specially designed catchbasins, vaults, filters, or other approved 
system(s) for entrapment of sediment, debris and oils/greases as approved by 
ESD.  Maintenance of these facilities shall be provided by the project 
owners/permittees unless, and until, a County Service Area is created and said 
facilities are accepted by the County for maintenance.  Contractual evidence of 
a monthly parking lot sweeping and vacuuming, and catchbasin cleaning 
program shall be provided to ESD upon request.  Failure to do so will be 
grounds for Conditional Use Permit revocation.  Prior to Improvement Plan 
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approval, easements shall be created and offered for dedication to the County 
for maintenance and access to these facilities in anticipation of possible County 
maintenance. 

MM 3.5  The applicant shall submit with the project Improvement Plans, a drainage 
report in conformance with the requirements of Section 5 of the LDM and the 
Placer County Storm Water Management Manual that are in effect at the time 
of submittal, to the ESD for review and approval.  The report shall be prepared 
by a Registered Civil Engineer and shall, at a minimum, include:  A written 
text addressing existing conditions, the effects of the improvements, all 
appropriate calculations, a watershed map, increases in downstream flows, 
proposed on- and off-site improvements and drainage easements to 
accommodate flows from this project.  The report shall address storm drainage 
during construction and thereafter and shall propose "Best Management 
Practice" (BMP) measures to reduce erosion, water quality degradation, etc.  
Said BMP measures for this project shall include:  Minimizing drainage 
concentration from impervious surfaces, construction management techniques, 
erosion protection at culvert outfall locations and sand/oil separators (or other 
suitable proprietary treatment units, as approved by the ESD). 

MM 3.6   All onsite parking and circulation areas shall be improved with a minimum 
asphaltic concrete or portland cement concrete capable of supporting 
anticipated vehicle loadings. 

Water 

MM 4.1  Drainage facilities shall be designed in accordance with the requirements of 
the County Storm Water Management Manual that are in effect at the time of 
submittal, and to the satisfaction of ESD.  These facilities shall be constructed 
with project improvements and easements provided as required by ESD.  
Maintenance of these facilities shall be provided by the property owner(s). 

Air Quality 

MM 5.1  The applicant shall submit to the Placer County Air Pollution Control District 
(District) and receive approval of a Construction Emission & Dust Control Plan 
prior to groundbreaking. 

MM 5.2  Construction equipment exhaust emissions shall not exceed District Rule 202 
Visible Emission limitations. 

MM 5.3  Diesel equipment idling time shall not exceed 10 minutes. 

MM 5.4  Use low sulfur California diesel fuel for stationary construction equipment. 

MM 5.5  Utilize existing power sources (e.g., power poles) or clean fuel generators 
rather than diesel power generators. 

MM 5.6  Use electric or low emission natural gas onsite stationary equipment. 

MM 5.7  No open burning of removed vegetation during infrastructure improvements.  
Vegetative material should be chipped or delivered to waste to energy 
facilities. 

Livingston’s Concrete Batch Plant  North Fork Associates 
Draft EIR 9-5 February 2008 



CHAPTER 9 MMRP 

Impact 6.5:  Construction Impacts To Surface Water Quality 

Mitigation Measure 6.5a:  The applicant shall prepare and submit Improvement Plans, 
specifications and cost estimates (per the requirements of Section II of the Land 
Development Manual [LDM] that are in effect at the time of submittal) to the 
Engineering and Surveying Department (ESD) for review and approval.  The plans 
shall show all conditions for the project as well as pertinent topographical features 
both onsite and offsite.  All existing and proposed utilities and easements, onsite and 
adjacent to the project, which may be affected by planned construction, shall be 
shown on the plans.  All landscaping and irrigation facilities within the public right-
of-way (or public easements), or landscaping within sight distance areas at 
intersections, shall be included in the Improvement Plans.  The applicant shall pay 
plan check and inspection fees.  (NOTE: Prior to plan approval, all applicable 
recording and reproduction costs shall be paid).  The cost of the above-noted 
landscape and irrigation facilities shall be included in the estimates used to 
determine these fees.  It is the applicant’s responsibility to obtain all required agency 
signatures on the plans and to secure department approvals.  If the Design/Site 
Review process and/or DRC review is required as a condition of approval for the 
project, said review process shall be completed prior to submittal of Improvement 
Plans.  Record drawings shall be prepared and signed by a California Registered 
Civil Engineer at the applicant’s expense and shall be submitted to the ESD prior to 
acceptance by the County of site improvements. 

Mitigation Measure 6.5b:  All proposed grading, drainage improvements, vegetation and tree 
removal shall be shown on the Improvement Plans and all work shall conform to 
provisions of the County Grading Ordinance (Ref.  Article 15.48, Placer County 
Code) that are in effect at the time of submittal.  No grading, clearing, or tree 
disturbance shall occur until the Improvement Plans are approved and all temporary 
construction fencing has been installed and inspected by a member of the DRC.  All 
cut/fill slopes shall be at 2:1 (horizontal:vertical) unless a soils report supports a 
steeper slope and the Engineering and Surveying Department (ESD concurs with 
said recommendation.   

The applicant shall revegetate all disturbed areas.  Revegetation undertaken from 
April 1 to October 1 shall include regular watering to ensure adequate growth.  A 
winterization plan shall be provided with project Improvement Plans.  It is the 
applicant's responsibility to assure proper installation and maintenance of erosion 
control/winterization during project construction.  Where soil stockpiling or borrow 
areas are to remain for more than one construction season, proper erosion control 
measures shall be applied as specified in the Improvement Plans/Grading Plans.  
The Improvement and Grading plans shall provide for erosion control where 
roadside drainage is off of the pavement, to the satisfaction of the ESD. 

The project applicant shall submit to the ESD a letter of credit or cash deposit in the 
amount of 110 percent of an approved engineer's estimate for winterization and 
permanent erosion control work prior to Improvement Plan approval to guarantee 
protection against erosion and improper grading practices.  Upon the County's 
acceptance of improvements, and satisfactory completion of a 1-year maintenance 
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sediment, debris and oils/greases or other identified pollutants, as approved by the 
Engineering and Surveying Department (ESD).  The applicant shall provide for the 
establishment of vegetation, where specified, by means of proper irrigation, for 
effective performance of BMPs.  Water quality treatment facilities shall be designed 
according to the California Stormwater Quality Association Stormwater Best 
Management Practice Handbook for Industry (or other similar source as approved 
by ESD). BMPs for the project include, but are not limited to:  (a) Water Quality 
Inlets (TC-50), (b) Vortex Separators (MP-51), and (c) Drain Inserts (MP-52).   

Maintenance of these facilities shall be provided by the project owners/permittees 
unless, and until, a County Service Area is created and said facilities are accepted by 
the County for maintenance.  Contractual evidence of a monthly parking lot 
sweeping and vacuuming, and catchbasin cleaning program shall be provided to 
ESD upon request.  Failure to do so will be grounds for discretionary permit 
revocation.  Prior to Improvement Plan approval, easements shall be created and 
offered for dedication to the County for maintenance and access to these facilities in 
anticipation of possible County maintenance.  No water quality facility construction 
shall be permitted within any identified wetlands area, floodplain, or right-of-way, 
except as authorized by project approvals. 

Impact 7.3:  Construction Noise Exceeding Established Noise Standards 

Mitigation Measure 7.3a:  Construction noise emanating from the project site is prohibited on 
Sundays and Federal Holidays, and shall only occur: 

a. Monday through Friday, 6:00 am to 8:00 pm (during daylight savings) 

b. Monday through Friday, 7:00 am to 8:00 pm (during standard time) 

c. Saturdays, 8:00 am to 6:00 pm 

d. In addition, temporary signs 4’ by 4’ shall be located throughout the project, as 
determined by the DRC, at key intersections depicting the above construction 
hour limitations.  Said signs shall include a toll free public information phone 
number where surrounding residents can report violations and the 
developer/builder will response and resolve noise violations.  This condition 
shall be included on the Improvement Plans. 

e. Advisory Comment:  Essentially quiet activities which do not involve heavy 
equipment or machinery may occur at other times.  Work occurring within an 
enclosed building, such as a structure under construction with the rood and 
siding completed, may occur at other times as well. 

The Planning Director is authorized to waive the time frames based on special 
circumstances, such as adverse weather conditions. 
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